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NOTE: This guide specification covers the
requirenents for layout of a CEGS. This guide
specification is to be used in the preparation of
proj ect specifications in accordance with ER
1110- 345-720.
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PART 1 GENERAL
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NOTE: See Additional Note A.
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1.1 SUMVARY (Not Applicabl e)
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NOTE: Paragraph "1.1 SUMVARY (Not Applicable)" is
required in all CEGS in order to nake CEGS

conpati ble with gui de specifications of other
agenci es within the SPECSI NTACT system However,
this paragraph is not to be included in Corps of
Engi neers project specifications.
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1.2 REFERENCES
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NOTE: |ssue (date) of references included in

proj ect specifications need not be nore current than
provided by the | atest change (Notice) to this guide
speci fication.

If the section does not have references retain the
par agraph nunber and title, "1.2 REFERENCES ( Not
Applicable)", then use the following note but omt
the text of the paragraph
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NOTE: Paragraph "1.2 REFERENCES (Not Applicable)"
is required in any CEGS which does not cite
references in the text. This is necessary to pernit
SPECSI NTACT to performthe autonated operations
pertaining to references for the section and the
project. However, if no references are added to the
section when preparing project specifications, the
par agr aph should not be included in the fina

proj ect specifications.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN ASSCCI ATI ON OF STATE HI GAMAY AND TRANSPORTATI ON OFFI Cl ALS

( AASHTO)

AASHTO T- 27 (1984) Sieve Analysis of Fine and Coarse
Aggregat e

AASHTO T- 30 (1984) Mechani cal Analysis of Extracted
Aggregat e

AASHTO T- 164 (1986) Quantitative Extraction of Bitunen
from Bi tum nous Paving M xtures

AASHTO T- 168 (1986) R Sanpl i ng Bitum nous Paving M xtures

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM C- 127 (1984) Specific Gravity and Absorption of
Coar se Aggregate

ASTM C- 128 (1984) Specific Gravity and Absorption of
Fi ne Aggregate

ASTM E- 548 (1984) Standard Practice for Preparation
of Criteria for use in the Evaluation of
Testing Laboratories and | nspection Bodi es

I LLI NO S DEPARTMENT OF TRANSPORTATI ON (| DOT)

| DOT St andard Specifications for Road and
Bri dge Construction

1.3 GENERAL

Al work and materials shall conformto the applicable requirenents of
Section 200 through Section 800 of the Illinois Departnent of
Transportation (IDOT) Specifications except as noted in these
specifications, construction plans or contract docunments. |n case of

di fference between | DOT Specifications and the CONTRACT CLAUSES and SPECI AL
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CONTRACT REQUI REMENTS of this Solicitation, the CONTRACT CLAUSES and
SPECI AL CONTRACT REQUI REMENTS shall govern. Load restrictions shall be in
accordance with 107.16 of |DOT Specifications.

4 SUBM TTALS
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NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemon the project should be one of the prinary
factors in determning if a submittal for the itens
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

Gover nnent approval, a code of up to three
characters should be used following the "G'
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for

Archi t ect - Engi neer approval are recomended.

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Government approval is required for submttals with a "G' designation
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 03 Product Data

Job Mx Formula (JMF); G RE. Aggregrates; G RE
Bi tum nous Material; G RE

The job mix fornmula, at |east 14 days before it is to be used.
Notification on the selection of aggregate source Notification on the
sel ection of bitum nous materials source.
Bi t um nous Materi al
Certified copies of the bitum nous material manufacturer's test reports
i ndi cating conpliance with applicable specified requirenments, not |ess than
30 days before the material is required in the work.
SD- 06 Test Reports
Test
Certified copies of aggregate test results, not |ess than 30 days before

the material is required in the work.
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.5 ABBREVI ATI ONS AND DEFI NI TI ONS

St andard abbrevi ations shall be in accordance with Section 101.01 of the
| DOT Specifications. Were such ternms as "Chairman," "Comi ssion,"

"Engi neer," or "Departnent" are used, they shall nmean "Contracting
Oficer." Wenever the words "Extra Work" or simlar phrase is used, it
shal | nean "Changes" as defined in the CONTRACT CLAUSES.

.6 CONTRCL OF NATERI ALS

Control of materials shall be in accordance with Section 106 of | DOT
Specifications in addition to the requirenents of the CONTRACT CLAUSES.

.7 MEASUREMENT AND PAYMENT

Measur enent and paynent will be nade part of the Lunp Sum Paynment for the
proj ect.

. 8 SURFACI NG

.8.1 Cener al

Surfacing (consisting of 2" base and 1" surface) shall be in accordance
with the plans and per the applicable sections of the | DOl Specifications,
except quality control testing.

.8.2 JOB-M X FORMULA

The Contractor shall submt to the Contracting O ficer for approval five
copi es of the bitum nous concrete job-mx formulas. The job-mx formul as
shal | be based on Section 406 of the IDOT Specifications for Cass SI, type
| m xtures.

.9 QUALI TY CONTRCL
.9.1 LABCRATCRY

The Contractor shall furnish onsite |laboratory facilities sufficiently
staffed and equi pped to performthe testing specified. As an alternative,
the Contractor nmmy procure the services of an industry recognized

| aboratory. |If the Contractor elects to furnish a laboratory facility, the
exact location on the project site shall be subject to the approval of the
Contracting O ficer.

.9.2 CAPABI LI TY CHECK OF CONTRACTOR- FURNI SHED FI ELD LABORATORY

The Contracting O ficer reserves the right to check |aboratory equipnment in

t he proposed | aboratory for conpliance with the standards set forth herein,

and to check the | aboratory technicians testing procedures and techni ques.
The | aboratory will be eval uated based on the criteria of ASTM E-548.

.9.3 CAPABI LI TY RE- CHECK OF CONTRACTOR- FURNI SHED FI ELD LABCRATCRY
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Shoul d be | aboratory fail the capability check, the Contractor will be
assessed a charge of $1000 to reinburse the Governnment for each succeeding
recheck of the | aboratory or the checking of a subsequentially selected

| aboratory.

1.9.4 USE BY GOVERNMENT OF CONTRACTOR- FURNI SHED FI ELD LABORATORY

The Contracting O ficer reserves the right to utilize the Contractor's
control testing |laboratory and equi pmrent to nmake assurance test and to
check the Contractor's testing procedures, techniques, and test results at
no additional cost to the Governnent.

1.10 TESTI NG PROGRAM

The frequency of the tests |isted hereinafter is the m ni num accept abl e.
Additional tests nmay be required to denonstrate conpliance with the
contract. The location of each test chosen shall be selected to provide
adequate representation of the material being placed and to obtain the
maxi mum coverage of each lift or layer placed. The listing of these tests
does not relieve the Contractor of the responsibility for performng the

i nfrequent tests designated in other sections of these specifications. The
Contracting O ficer nay select the time and | ocation for any testing
required under this contract., Standards indicated in parentheses are
alternate testing standards essentially equal to the first nethod

i ndi cated. The Contractor shall identify which standard was used when
submtting test results.

1.11 MAI NTENANCE OF WORK

Mai nt enance of work shall be in accordance with Section 107.25 of |DOT
Speci fications

PLANT M X ASPHALT PAVEMENTS
Fi ne Aggregate
Grain Size Analysis AASHTO T- 27 Col d feed
1 test per 3 shifts

Hot bin
1 test per shift

Oven Dry Bul k ASTM C- 128 1 Test
Specific Gavity
Coar se Aggregate

Grain Size Analysis AASHTO T- 27 Col d feed
1 test per 3 shifts

Hot bin
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1 test

per shift

Oven Dry Bul k
Specific Gavity

Bi t um nous M xtures

Extraction of Bitunen
AASHTO T- 168
Extraction

AASHTO T- 164

Mechani cal

Anal ysi s

of Extracted

Aggr egat e

Pavenent Sanpl e
(for Thickness)
and Replace with new

Mat eri al

PART 2

PART 3

PRODUCTS -

ARMYLRLN

ASTM C- 127 1 test
Sanpl i ng 1 test per shift
AASHTO T- 30 1 test per shift

Cut Full Depth from 1 per 10,000 SF
Conpact ed Pavenent

NOT USED

EXECUTI ON - NOT USED

End of Section --
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